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Pergo is the tracking and security system software and hardware developed 
by Turkish engineers and in Turkey which have special abilities for determining 
where the thing to be traced is (vehicle, person, goods, animal) on earth, 
providing communication between the thing traced and tracing center, and 
providing vehicle and personal security.

›› The instant knowledge of the place of the object traced and reporting,
›› Increasing work performance and decreasing the costs in the performance of the 

work,
›› The prevention of the vehicle usage abuses, 
›› Providing vehicle and person security,

›› Gets position information from the GPS satellites.
›› After specific calculations, send them to the tracking center with the GPRS 

connection.
›› System inputs the incoming coordinate information to the database and reaches 

them to the tracking software. 
›› After these procedures, users can track the persons and objects with their 

software on their desktop or cell phone software which they sign in with their 
user names and passwords.

›› Small, light, easy installation with the internal antennas and single connection 
cable, can be hidden in the vehicle

›› Electronic park feature
›› Remote vehicle stopping 
›› Can work with rechargeable LI-ON battery
›› Less gsm costs with its compression algorithm
›› Internal three dimension acceleration sensor (3G)
›› Internal Bluetooth support 
›› Special design fire resistant box
›› Instant information of the users by SMS in alarm cases and violations 
›› Questioning of the instant positioning information with any cell phone
›› On line tracking and navigation on pocket computers 
›› Automatic in-vehicle voice connection in emergencies 
›› Automatic photograph taking  in emergencies (optional)
›› 90% more rapid position tracking with the ASSIST-GPS support

What is Pergo?

Why is Pergo Useful?

How Pergo works?

The Distinct Specifications of Pergo
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TRACKING AND SECURITY SYSTEM Tracking and Security Software

Web Based Tracking and Reporting

›› 	The tracking of the vehicles based on the addresses and on 
digital map

›› 	Daily, monthly and annual
•	 Distance report
•	 Working report
•	 Stopping report
•	 Idle work report 
•	 Restriction violation report

     Of all your fleet or each one of your vehicles
›› General system report
›› Reporting of past positioning information 
›› Vehicle fuel and speed graphic
›› Instant distribution of the vehicles according to the 

districts, towns and cities
›› Changing the command sending and working settings
›› Management 

Digital Map Supported Mobile Tracking 
and Navigation System

›› Operating on the Windows Mobile® operating system
›› Compatible with the Pergo server infrastructure 
›› Turkish navigation (all the maps are loaded on the local SD 

card in street level, no other map is downloaded by using 
GPRS) 

›› The feature of informing the Pergo servers about the 
position information and traceability 

›› Online tracking of the positions of other Pergo devices and 
Navigation devices coming from the Pergo server on the map

›› Messaging with the other Navigation devices
›› Transmission of the work orders
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TRACKING AND SECURITY SYSTEMTracking and Security Software

Tracking and Management with the Desktop Application 

Tracking on Google Earth

›› Online tracking
›› Command sending 
›› Setting adjustment
›› Real Time Simulation 
›› Map support similar to the “google maps” which can be used 

on the networks which are closed to the internet access.

Your vehicles can be traced on the three-dimension maps of 
Google Earth Program.

Position Questioning with Cell Phone

The plate of the vehicle to be traced is sent to the tracking 
center with SMS and the address of the vehicle is learned.

Tracking Center 
SMS Server

SMS SMS

06 EU 2484
26.08 13:14:25
Connected 26.08
13:16:38 Last 
Position: 
Nispetiye
Cad.  No:35 Etiler
Beşiktaş 
İSTANBULsend
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TRACKING AND SECURITY SYSTEM Tracking Devices and Technical Specifications

F40 F60 F80

F40
Only 20 Gram 
and with the 
dimensions of 

40x40x12 mm 

F60
Only 45 Gram 
and with the 
dimensions of 

72x46x17 mm 

ISO 9001 ISO 14001 ISO 27001

F40 General Technical Specifications F60 General Technical Specifications F60 General Technical Specifications 

GSM Modem

GPS Module

GSM Antenna

GPS Antenna

Assist-GPS Support 

Mobil Usage

Warning Indicator

RS232 Communication 

Feeding 

Energy consumption (Ort)

Working Temperature 

Internal Battery 

Internal Charge 

Internal Memory 

Offline Position Registry

Movement Receiver 

Standard Sensors 

Optional Sensors

Box

Usage with Magnets

Internal Microphone

Documents 

Optional Modules

Input / Outputs

Enlargement Slot

Firmware Update

Position Compression

Weight 

Dimensions

GSM Modem

GPS Module

GSM Antenna

GPS Antenna

Assist-GPS Support 

Mobil Usage

Warning Indicator

RS232 Communication 

Feeding 

Energy consumption (Ort)

Working Temperature 

Internal Battery 

Internal Charge 

Internal Memory 

Offline Position Registry

Movement Receiver 

Standard Sensors 

Optional Sensors

Box

Usage with Magnets

Internal Microphone

Documents 

Optional Modules

Input / Outputs

Enlargement Slot

Firmware Update

Position Compression

Weight 

Dimensions

GSM Modem

GPS Module

GSM Antenna

GPS Antenna

Assist-GPS Support 

Mobil Usage

Warning Indicator

RS232 Communication 

Feeding 

Energy consumption (Ort)

Working Temperature 

Internal Battery 

Internal Charge 

Internal Memory 

Offline Position Registry

Movement Receiver 

Standard Sensors 

Optional Sensors

Box

Usage with Magnets

Internal Microphone

Documents 

Optional Modules

Input / Outputs

Enlargement Slot

Firmware Update

Position Compression

Weight 

Dimensions

Quard Band, Class 10

66 Channel, -164 dBm

Internal

Internal

-

-

Power, GPS, GSM

-

+7 ↔ +40 VDC, 500 mA

180 mW

-30 ºC, +85 ºC

-

-

-

40 pieces

-

-

-

IP 44, Lexan-943-A

-

-

CE, E-mark (E13)

-

-

-

Yes

Yes, 20 Byte

20 gram

40x40x12 mm

Quard Band, Class 10

66 Channel, -164 dBm

Internal 

Internal 

-

Yes

Power, GPS, GSM, Charge

Yes

+7 ↔ +40 VDC, 500 mA

180 mW

-30 ºC, +85 ºC

Li-ion, 750 mA

Yes

2 MB

100.000 pieces

Yes, 3D (X,Y,Z Dimensions) 

Odometer, Fuel 

Magnetic, Temperature, 

Role

IP 44, Lexan-943-A

-

Optional

CE, E-mark (E13)

Camera, PIR, LCD Message, 

Multi I/O, Proximity

2 Digital Input, 1 Digital 

Output, 1 Analog Input

Yes

Yes

Yes, 20 Byte

45 gram (except battery)

72x46x17 mm

Quard Band, Class 10

66 Channel , -164 dBm

Internal

Internal

Yes

Yes

Power, GPS, GSM, Charge

Yes

+7 ↔ +40 VDC, 500 mA

180 mW

-30 ºC , +85 ºC

Li-ion, 8700 mA

Yes

2 MB

100.000 pieces 

Yes, 3D (X,Y,Z Dimensions) 

Odometer, Fuel 

Magnetic, Temperature, 

Role

IP 67, Lexan-943-A

Yes, Neodium x 4

Optional

CE, E-mark (E13)

Camera, PIR, LCD Message, 

Multi I/O, Proximity

2 Digital Input, 1 Digital 

Output, 1 Analog Input

-

Yes

Yes, 20 Byte

200 gram (except battery)

88x75x36 mm

www.fideltustechnology.com www.pergo.com.tr www.platar.com.tr6



TRACKING AND SECURITY SYSTEMPergo General Specifications 

›› Emergency
›› The interruption of the external energy / reconnection

•	 Dismantling or assembling the vehicle battery terminals 
•	 	Extraction or disconnection of the equipment connection 

socket 
›› Movement of the vehicle when the contact is closed

•	 Theft
•	 Being pulled

›› Usage without permission (E-Park)
•	 Running of the vehicle without permission
•	 Running of the vehicle with hotwiring

›› The movement perception during the E-Park state
•	 Theft from the inside of the vehicle with the break of glass etc.

›› Region Control 
•	 City, District and Neighborhood borders 

›› Route control 
•	 Street names

›› Working Hour Control 
•	 Running of the vehicle other than specified hours
•	 Running of the vehicle on Saturday and Sunday

›› Exceeding a specific speed limit,
›› Waiting a specific amount of time when the contact is open 

(idle running),
›› Rapid speed up and slowdown,
›› Reaching specific geographical coordinates.

Alarms Produced

Pergo Server Restriction Controls

Pergo Restriction Controls

›› Emergency 
›› Magnetic Sensor (Magnetic Sensor Required)

•	 Engine bonnet 
•	 Fuel Tank Cap 
•	 Damper

›› Vehicle Kilometer Sensor

›› Temperature Sensor (Temperature Probe required)
›› Fuel level inspection 

Role (Inverse role is required for the vehicle stopping)

1.	 Tracking center is informed 
2.	 Tracking center immediately send the information about 

the restriction to the 
•	 Identified SMS numbers,
•	 E-mail addresses,
•	 Online tracking modules.

Active Input

Passive Input

Active Output

When the Alarm and Restriction Violations Occur

›› Activated with the identification of the GSM number of the 
user to the equipment.

›› Equipment is put into park status or taken out of park 
status upon the stealing of GSM number.

›› If the vehicle is stolen when the equipment is in the park 
status, the unauthorized using message is sent to the 
vehicle user. Optionally the vehicle can be stooped.

With its 3 dimensioned acceleration sensor, Pergo can 
instantly perceive the determination of the accident 
moment and change of the installation position and uses the 
battery energy in the most efficient way with the help of this 
same sensor.

With the Assist-GPS specification, it can determine the 
position more rapidly and exactly by connecting more 
number of GPS satellites.

›› Equipment controls the available software version on each 
connection to the system,

›› If a new software version is available, automatically updates 
the software without stopping the connection.

›› External hands free communication kit
›› External Bluetooth GPS
›› Communication with the wireless PDA 

Electronic park for the vehicles for the first 
time in the World

3 Dimensioned Acceleration Sensor 

Assist-GPS Support

Firmware Update via GPRS

Internal Bluetooth Support
With its internal Bluetooth feature, Pergo can establish 
communication with the devices having Bluetooth feature.

(optional)

(optional)

In cases connection with the first IP number used for reaching 
the system center cannot be established, it connects to the 
second IP and continues communication.

With its external 118 degree camera, Pergo can transmit 
one frame of photography view to the tracking center if the 
tracking center requests. 

Backup IP connection support 

Photograph and voice transfer
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Fideltus
A D V A N C E D  T E C H N O L O G Y

İSTANBUL HEAD OFFICE

Kültür Mah. Nispetiye Cd. E3 Blok Kat: 16 
Etiler Akmerkez Ticaret Merkezi
34337 Beşiktas İSTANBUL
Telephone  
Fax

Telephone  
Fax

Ehlibeyt Mah.Ceyhun Atıf Kansu Cd. 1271 Sk. No:114/42 
Balgat  Bayraktar Center A Blok Kat: 11
06520 Çankaya ANKARA

ANKARA OFFICE

Pergo, is the registered trademark of Fideltus İleri 
Teknoloji (Fideltus Advanced Technology).

: +90 (212) 317 60 00 pbx
: +90 (212) 317 60 49

: +90 (312) 473 63 55 pbx
: +90 (312) 473 63 99

The most profitable investment for your vehicles

Cannot be stolen Cannot be drawn
Cannot be used 
without permission

Speed 
information

Temperature 
Information

Emergency 
Alarms

Position 
Questioning 

Fuel 
Information 

Load 
Damper 

Information

Photograph 
and Sound 

Transfer E-park 
remote 
vehicle 

stopping

Idle 
running


